
QUICK OVERVIEW
3121

• Voltage test 12...1000 V 
• Optical and acoustical indicator 
• Integral torch light

3122

• Magnetic fields indicator 
• Optical and acoustical indicator 
• Integral torch light

3123

• Voltage test 12...1000 V and  
   magnetic fields indicator 
• Optical and acoustical indicator 
• Integral torch light

3124 

• Voltage test 12...1000 V 
• Optical and acoustical indicator

3125 

• Voltage test 90...1000 V 
• Optical and acoustical indicator

3126

• Voltage test 12...1000 V 
• Optical and acoustical indicator 
• In addition: indicator by vibration

3127

•  All functions of the series available incl. 
Rotary field indication 

3128

• All functions, except rotary field indication

CONTACTLESS VOLTAGE  
TESTER SERIES 312x
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Model 3121 3122 3123 3124 3125 3126 3127 3128

Overvoltage category CAT IV 1000 V –

Starts reliably with the voltage indication at 12 V AC – –   (20 V)

Integral torch light – optional

Two selectable voltage ranges / sensitivity levels – –

Suitable for aircraft board nets up to 400 Hz – –

White tip with bright all round light display

Indication of voltage fields via red LED and  
acoustical signal via integrated buzzer

–

Power switch with visual indicator

Automatic timed switch-off –

Battery monitoring with visual indicator –

Water proofed rugged housing (IP65) n/a

Slim, isolated measurement sensor suitable for  
EU, UK and US sockets

Indication of magnetic fields via yellow LED – – – – –

Indication of magnetic fields via red LED – – – – – – –

Ergonomically designed and easy handling - slip-proof surface

Indicator of areas of tension by vibration – – – – –

Rotary field indication via 4-color LED and vibration – – – – – – –


